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Discount Schedule AC-10 (FURN) 

SELECTION
Reversing Heavy Duty Starters 

Solid State Overload Manual Reset, Class 22

Note: Hp’s shown above are based on the overload amp
range for the FLA’s (per the National Electric Code) of
typical industrial motors. All Starter Sizes carry one 
maximum Hp rating.

�Not available with self-reset option.
�24V and dual voltage coils not available on

Size 41/2–8 Starters.
�For NEMA 4X fiberglass enclosure change 8th 

character of Catalog No to F. Example: 22CSD32F*.
Price addition see page 464. Available through size 4.
NEMA Sizes 6–8 are NEMA 4 painted enclosures.

�To order starter size 0–13⁄4 and 6–8 in NEMA 3/3R
enclosure change 8th character of the catalog number
to D. Example: 22CSD32D*. Price same as NEMA 12.
For all other sizes see page 461.

Max Hp Enclosure

Open Type NEMA 1 NEMA 4/4X NEMA 7 & 9 NEMA 12
General Purpose Watertight, Dusttight NEMA 3 & 4 NEMA 3/3R�

Corrosion Resistant Class I Groups C & D Industrial Use
304 Stainless Steel� Class II Groups E, F & G Weatherproof

Bolted Enclosures
Overload Indoor/Outdoor Use

200 230 460 575 NEMA Half Amp
Volts Volts Volts Volts Size Size Range Catalog No Price $ Catalog No Price $ Catalog No Price $ Catalog No Price $ Catalog No Price $

1⁄6 1⁄6 1⁄3 1⁄2 0 — 0.25–1 22CSA32A* 489. 22CSA32B* 513. 22CSA32W* 789. 22CSA32H* 1623. 22CSA32O* 621.
1⁄2 3⁄4 11⁄2 2 0 — 0.75–3 22CSB32A* 489. 22CSB32B* 513. 22CSB32W* 789. 22CSB32H* 1623. 22CSB32O* 621.

2 2 5 5 0 — 2.5–10 22CSD32A* 489. 22CSD32B* 513. 22CSD32W* 789. 22CSD32H* 1623. 22CSD32O* 621.
3 3 — — 0 — 9–18 22CSE32A* 489. 22CSE32B* 513. 22CSE32W* 789. 22CSE32H* 1623. 22CSE32O* 621.

1⁄6 1⁄6 1⁄3 1⁄2 1 — 0.25–1 22DSA32A* 549. 22DSA32B* 585. 22DSA32W* 969. 22DSA32H* 1701. 22DSA32O* 693.
1⁄2 3⁄4 11⁄2 2 1 — 0.75–3 22DSB32A* 549. 22DSB32B* 585. 22DSB32W* 969. 22DSB32H* 1701. 22DSB32O* 693.

2 2 5 5 1 — 2.5–10 22DSD32A* 549. 22DSD32B* 585. 22DSD32W* 969. 22DSD32H* 1701. 22DSD32O* 693.
3 3 10 10 1 — 9–18 22DSE32A* 549. 22DSE32B* 585. 22DSE32W* 969. 22DSE32H* 1701. 22DSE32O* 693.
71⁄2 71⁄2 — — 1 — 13–27 22DSF32A* 549. 22DSF32B* 585. 22DSF32W* 969. 22DSF32H* 1701. 22DSF32O* 693.

— — 15 15 — 13⁄4 13–27 22ESF32A* 729. 22ESF32B* 765. 22ESF32W* 1149. 22ESF32H* 1881. 22ESF320* 873.
10 10 — — — 13⁄4 20–40 22ESG32A* 729. 22ESG32B* 765. 22ESG32W* 1149. 22ESG32H* 1881. 22ESG320* 873.
— — 15 20 2 — 13–27 22FSF32A* 1017. 22FSF32B* 1113. 22FSF32W* 1737. 22FSF32H* 2823. 22FSF32O* 1293.
10 15 25 25 2 — 22–45 22FSH32A* 1017. 22FSH32B* 1113. 22FSH32W* 1737. 22FSH32H* 2823. 22FSH32O* 1293.
— — 30 30 — 21⁄2 22–45 22GSH32A* 1341. 22GSH32B* 1473. 22GSH32W* 2247. 22GSH32H* 3597. 22GSH32O* 1761.
15 20 — — — 21⁄2 30–60 22GSJ32A* 1341. 22GSJ32B* 1473. 22GSJ32W* 2247. 22GSJ32H* 3597. 22GSJ32O* 1761.
— — 30 40 3 — 30–60 22HSJ32A* 1671. 22HSJ32B* 1839. 22HSJ32W* 2763. 22HSJ32H* 4521. 22HSJ32O* 2235.
25 30 50 50 3 — 45–90 22HSK32A* 1671. 22HSK32B* 1839. 22HSK32W* 2763. 22HSK32H* 4521. 22HSK32O* 2235.
30 40 75 75 — 31⁄2 57–115 22ISL32A* 3561. 22ISL32B* 3873. 22ISL32W* 5505. 22ISL32H* 8169. 22ISL32O* 4485.
40 50 100 100 4 — 67–135 22JTM32A* 4041. 22JTM32B* 4353. 22JTM32W* 5985. 22JTM32H* 8649. 22JTM32O* 4965.
50 75 150 150 — 41⁄2 100–210 22KTS32A* 6900. 22KTS32B* 8706. 22KTS32W* 10818 — — 22KTS32O* 5244.
75 100 200 200 5 — 100–270 22LTU32A* 7740. 22LTU32B* 9546. 22LTU32W* 11658. — — 22LTU32O* 5664.

150 200 400 400 6 — 200–540 22MTX32A* 18228. 22MTX32B* 21228. 22MTX32E* 24228. — — 22MTX32O* 2373.
— 300 600 600 7 — 420–820 22NTY32A* 25830. 22NTY32B* 28830. 22NTY32E* 31830. — — 22NTY32O* 30450.
— 300 600 600 8 — 420–1220 — — 22PTZ32B* 40986. 22PTZ32E* 43985. — — 22PTZ32O* 42606.

3 Phase, 3 Pole

Ordering Instructions

� Replace the (*) with a letter from the coil table. Dual voltage coils are wired
on high voltage unless specified on order.

� For Class 10 and 30 Overload Protection add suffix ”51“ or ”53“ to catalog
number. Example for Class 10: 22CSD32A*51. No price addition.

� For self-reset overload option on Sizes 0–5, change 4th character from ”S“ or
”T“ to ”R“. No price addition.

� Technical Data see pages 467–471.
� Field Modification Kits see pages 457–461. 
� Factory Modifications see pages 462–466.
� Dimensions see page 478.
� Wiring Diagrams see page 489.
� Replacement parts see page 547.

Coil Table

60Hz Voltage Letter
24 Separate Control� J
120 Separate Control F
110–120/220–240� A
200–208 D
220–240 G
277 L
220–240/440–480�� C
440–480� H
575–600� E
For other voltages and frequencies 
see Factory Modifications page 465.
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SELECTION
Reversing Heavy Duty Starters

Ambient Compensated Bimetal Overload with Manual and Auto Reset, Class 22
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Discount Schedule AC-10 (FURN)

Ordering Instructions

� Replace the (*) with a letter from the coil table. Dual voltage coils are wired on
high voltage unless specified on order.

� Heater elements see page 544.
� Technical Data see pages 467–471.
� Field Modification Kits see pages 457–461. 
� Factory Modifications see pages 462–466.
� Dimensions see page 478.
� Wiring Diagrams see page 489.
� Replacement parts see page 547.

Coil Table

60Hz Voltage Letter
24 Separate Control J
120 Separate Control F
110–120/220–240 A
200–208 D
220–240 G
277 L
220–240/440–480 C
440–480 H
575–600 E
For other voltages and frequencies 
see Factory Modifications page 465.

�For NEMA 4X fiberglass enclosure change 7th character
of Cat No to F. Example: 22CP32F*81. Price addition see
page 464. Available through size 4.

�NEMA 12 may be field modified for NEMA 3/3R,
see page 461.

Max Hp Enclosure

Open Type NEMA 1 NEMA 4/4X NEMA 7 & 9 NEMA 12
General Purpose Watertight, Dusttight NEMA 3 & 4 NEMA 3/3R�

Corrosion Resistant Class I Groups C & D Industrial Use
304 Stainless Steel� Class II Groups E, F & G Weatherproof

200 230 460 575 NEMA Half
Volts Volts Volts Volts Size Size Catalog No Price $ Catalog No Price $ Catalog No Price $ Catalog No Price $ Catalog No Price $

1 1⁄2 1 1⁄2 2 2 00 — 22BP32A*81 390. 22BP32B*81 414. Use Size 0 — Use Size 0 — Use Size 0 —
3 3 5 5 0 — 22CP32A*81 462. 22CP32B*81 486. 22CP32W*81 762. 22CP32H*81 1596. 22CP320*81 594.
7 1⁄2 7 1⁄2 10 10 1 — 22DP32A*81 522. 22DP32B*81 558. 22DP32W*81 942. 22DP32H*81 1674. 22DP320*81 666.

10 10 15 15 — 1 3⁄4 22EP32A*81 702. 22EP32B*81 738.00 22EP32W*81 1122. 22EP32H*81 1854. 22EP320*81 846.
10 15 25 25 2 — 22FP32A*81 990. 22FP32B*81 1086. 22FP32W*81 1710. 22FP32H*81 2796. 22FP320*81 1266.
15 20 30 30 — 2 1⁄2 22GP32A*81 1314. 22GP32B*81 1446. 22GP32W*81 2220. 22GP32H*81 3570. 22GP320*81 1734.
25 30 50 50 3 —
30 40 75 75 — 3 1⁄2
40 50 100 100 4 —
50 75 150 150 — 4 1⁄2 ESP100 Solid State Overload Standard, see page 424 for Selection.
75 100 200 200 5 —

150 200 400 400 6 —
— 300 600 600 7 —
— 450 900 900 8 —

3 Phase, 3 Pole

Max Hp Enclosure

Open Type NEMA 1 NEMA 4/4X NEMA 7 & 9 NEMA 12
General Purpose Watertight, Dusttight NEMA 3 & 4 NEMA 3/3R�

Corrosion Resistant Class I Groups C & D Industrial Use
304 Stainless Steel� Class II Groups E, F & G Weatherproof

115 230 NEMA
Volts Volts Size Catalog No Price $ Catalog No Price $ Catalog No Price $ Catalog No Price $ Catalog No Price $

1⁄3 1 00 22BP12A*81 363. 22BP12B*81 387. Use Size 0 — Use Size 0 — Use Size 0 —
1 2 0 22CP12A*81 435. 22CP12B*81 459. 22CP12W*81 735. 22CP12H*81 1566. 22CP120*81 567.
2 3 1 22DP12A*81 495. 22DP12B*81 531. 22DP12W*81 915. 22DP12H*81 1644. 22DP120*81 639.
3 5 1P 22EP12A*81 675. 22EP12B*81 711. 22EP12W*81 1095. 22EP12H*81 1824. 22EP120*81 819.

Single Phase, 3 Wire 2 Pole

1⁄3 1 00 22BP82A*81 375. 22BP82B*81 399. Use Size 0 — Use Size 0 — Use Size 0 —
1 2 0 22CP82A*81 447. 22CP82B*81 471. 22CP82W*81 747. 22CP82H*81 1578. 22CP820*81 579.
2 3 1 22DP82A*81 507. 22DP82B*81 543. 22DP82W*81 927. 22DP82H*81 1659. 22DP820*81 651.
3 5 1P 22EP82A*81 687. 22EP82B*81 723. 22EP82W*81 1107. 22EP82H*81 1839. 22EP820*81 831.

Single Phase, 4 Wire Repulsion Induction 3 Pole

1⁄3 1 00 22BP92A*81 375. 22BP92B*81 399. Use Size 0 — Use Size 0 — Use Size 0 —
1 2 0 22CP92A*81 447. 22CP92B*81 471. 22CP92W*81 747. 22CP92H*81 1578. 22CP920*81 579.
2 3 1 22DP92A*81 507. 22DP92B*81 543. 22DP92W*81 927. 22DP92H*81 1659. 22DP920*81 651.
3 5 1P 22EP92A*81 687. 22EP92B*81 723. 22EP92W*81 1107. 22EP92H*81 1839. 22EP920*81 831.

Single Phase, 4 Wire Phase One Line Direct 3 Pole

1⁄3 1 00 22BP52A*81 495. 22BP52B*81 519. Use Size 0 — Use Size 0 — Use Size 0 —
1 2 0 22CP52A*81 567. 22CP52B*81 591. 22CP52W*81 867. 22CP52H*81 1710. 22CP520*81 669.
2 3 1 22DP52A*81 645. 22DP52B*81 669. 22DP52W*81 1053. 22DP52H*81 1785. 22DP520*81 777.
3 5 1P 22EP52A*81 825. 22EP52B*81 849. 22EP52W*81 1233. 22EP52H*81 1965. 22EP520*81 957.

Single Phase, 4 Wire Split Phase All Leads Broken 4 Pole


